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Uklad UL 1321 zawiera: Uklad .
- dwa przedwzmacniacze m.oz., pued\nmmnlliaczag
- oddzielny traneystor. . akustycznego
Charakteryzuje si¢ nastepujgoymi cechami:
- ma duze wzmocnienie z otwartg petlg sprzg¢Zenia gwrot-—
nego /60. 4B/, bhm CE 70 l
- ma mozliwoéé regulacjl wgmoonienia przez zewngtrzng

petle sprzgZenia gzwrotnego.

Uklad przeznaczony Jest do zastosowaf we wzmaoniaczach

stereofoniocznych.

Uktad wyprowadzen
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Opis wyprowadzeh

Sprzgtenie zwrote prz
Masa uktadu

Zasilante przedwzm. |
Wejdcie przedwzm. |
Sprzgtenie zwrome prz
Masa uktadu

DNO D AW -

°

10. Baza tranzystora dodatl
11, Tdumienie oscylacji
12, Wyjécie przedwzm. il
13, Zasilanie przedwzm. Il
14, Wejdcie przedwzm. It

Schemat wewngtrzny

edwzm. 11

WyiScle przedwzmacniacza |

edwzm, |

Emiter tranzystora dodatkowego
Kolektor tranzystora dedatkowego

kowego

Blizzard Turbo Interface based an UL1321 chip from CEMI

— only "one half" of UL1321 is used (the rest of IC remains unconnected)

— original version has standard 7400 chip have plain push—pull output, so | decided to add the diode D1,
to “emulate” apen collector output (required to meet the SIO specification).

— UL1321 is a Polish clone of Japanese SANYO LA3101 chip

Sheet: /
File: blizzard_UL1321.sch {reverse engineered fram real hardware)

Title: Blizzard Turbo Interface (UL1321 version)

Size: Ab [ Date: 2021.09.15. drawn by Seban/Slight Rev: 1.0

Id: 1/1

KiCad E.D.A. eeschema 5.1.9+dfsgl—1

[ T 5 I




